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Bearings
Water Lubricated Bearings

Rubber lined bearing with brass shell
These  rubber  lined  bearings  are  especially  designed  for  water  lubricated  sterntubes  and 
rudder  stocks.  The  nitrile  rubber  bearing  material  gives  the  bearing  a  high  resistance  to 
abrasion and wear whilst providing e�ective noise and vibration insulation.
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Part Number
      Shaft 
Diameter (A)

       Shell 
Diameter (B)

     Length 
Diameter (C)

Weight 
    (Kg)

Bearings
Water Lubricated Bearings

Imperial Series - Brass Shell

Part Number
      Shaft 
Diameter (A)

       Shell 
Diameter (B)

     Length 
Diameter (C)

Weight 
    (Kg)

 
 

 AMPBS300A 3 3   3/4 12 3.10

 AMPBS300B 3 4 12 3.50
 AMPBS325A 3   1/4 4 13 3.50

 AMPBS325B 3   1/4 4  1/4 13 3.90

 AMPBS350A 3   1/2 4  1/4 14 4.00

 AMPBS350B 3   1/2 4  1/2 14 4.70

 AMPBS375A 3    3/4 4  1/2 15 4.40
 AMPBS375B 3    3/4 5 15 7.50
 AMPBS375C 3    3/4 5   1/4 15 8.30
 AMPBS400A 4 5   16 7.70
 AMPBS400B 4 5  1/4 16 8.50
 AMPBS425A 4   1/4 5   1/4 17 9.00
  AMPBS425B 4   1/4 5   1/2 17 10.00
   AMPBS450A 4   1/2 5   1/2 18 9.70
  AMPBS450B 4   1/2 5   5/8 18 10.00  AMPBS450C 4   1/2 5   3/4 18 10.80
  AMPBS475A  4   3/4 6  19  11.00
  AMPBS475B  4   3/4 6   1/8  19  12.00
   AMPBS500A  5 6   1/8  20  19.20
   AMPBS500B  5 6   1/2  20  22.10
    AMPBS525A   5   1/4 6   3/4   21  22.80
    AMPBS525B   5   1/4 7   21  24.90
   AMPBS550A   5   1/2 7   22  25.40
   AMPBS575A   5   3/4 7   23  25.60
   AMPBS600A   6  7   1/2   24  29.90

 

 

AMPBS100A 0.201  1/4 41
AMPBS100B 1 1  3/8 4 0.20
AMPBS100C 1 1  1/2 0.304
AMPBS100D 1 1  5/8 4 0.40

 AMPBS100E 1 2 4 0.60

 AMPBS125A 1 1/4 1   5/7 5 0.50

 AMPBS125B 1 1/4 1   3/4 5 0.50

 AMPBS125C 1 1/4 2 5 0.70

 AMPBS125D 1 1/4 2   1/8 5 0.80

 AMPBS150A 1 1/2 2 6 0.70

 AMPBS150B 1 1/2 2   3/8 6 1.00

 AMPBS175A 1 3/4 2   3/8 7 1.00

 AMPBS175B 1 3/4 2   5/8 7 1.30

 AMPBS200A 2 2   5/8 8 1.30

 AMPBS200B 2 2   3/4 8 1.50

 AMPBS200C 2 3 8 1.70

 AMPBS225A 2  1/4 2  15/16 9 1.40

 AMPBS225B 2  1/4 3 9 1.80
 AMPBS225C 2  1/4 3   1/8 9 2.00
 AMPBS225D 2  1/4 3   3/8 9 2.30
 AMPBS250A 2  1/2 3   10 2.00
 AMPBS250B 2  1/2 3   1/8   10 2.00
 AMPBS250C 2  1/2 3   1/4 10 2.00
 AMPBS250D 2  1/2 3   3/8 10 2.30

 AMPBS250E 2  1/2 3   1/2 10 3.00
 AMPBS275A 2  3/4 3   3/8 11 2.20
 AMPBS275B 2  3/4 3   1/2 11 3.00
 AMPBS275C 2  3/4 3   3/4 11 3.00

Imperial Series

Metric Series

 
 

Part Number

AMPBSM020

      Shaft 
Diameter (A)

       Shell 
Diameter (B)

     Length 
Diameter (C)

Weight 
    (Kg)

20 35 80 0.35
AMPBSM025 25 40 100 0.40

AMPBSM030 30 45 120 0.50
AMPBSM035 35 50 140 0.70

 AMPBSM040 40 55 160 0.80
 AMPBSM045 45 65 180 1.30
 AMPBSM050 50 70 200 1.40

 AMPBSM055 55 75 220 1.70

 AMPBSM060 60 80 240 2.00
 AMPBSM065 65 85 260 2.20
 AMPBSM070 70 90 280 2.60
 AMPBSM075 75 95 300 3.00
 AMPBSM080 80 100 320 3.50
 AMPBSM085 85 105 340 3.90
 AMPBSM090 90 110 360 5.70
 AMPBSM095 95 115 380 6.00

 AMPBSM0100 100 125 400 6.50
 AMPBSM0105 105 130 420 8.00
 AMPBSM0110 110 135 440 8.60
 AMPBSM0115 115 145 460 11.00
 AMPBSM0120 120 155 480 14.00
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Bearings
Water Lubricated Bearings

Nitrile Range of Water Lubricated Shaft Bearings

 
 

Part Number

AMPNR100A

      Shaft 
Diameter (A)
     (ins.)

       Shell 
Diameter (B)
       (ins.)

     Length 
Diameter (C)
     (ins.)

Weight
    (kg) 

1 1  3/8 4 0.10
AMPNR100B 1 1  1/2 4 0.10
AMPNR100C 1 1  5/8 4 0.10

 
 

AMPNR100D 1 2 4 0.20
 AMPNR125A 1  1/4 1  3/4 5 0.20
  AMPNR125B 1  1/4 2 5 0.30
  AMPNR150A 1  1/2 2 6 0.20
  AMPNR150B 1  1/2 2  3/8 6 0.40
  
 

AMPNR175A 1  3/4 2  3/8 7 0.30
  AMPNR175B 1  3/4 2  5/8 7 0.40

 AMPNR200A 2 2  5/8 8 0.40

 AMPNR200B 2 2  3/4 8
 AMPNR225A 2  1/4 2  15/16 9 0.50

 AMPNR225B 2  1/4 3 9

 AMPNR225C 2  1/4 3  1/8 9                 0.60

 AMPNR250A 2  1/2 3  1/8 10                  0.60
 AMPNR250B 2  1/2 3  1/4 10 
 AMPNR250C 2  1/2 3  3/8 10                  0.90
 AMPNR275A 2  3/4 3  1/2 11 

 AMPNR275B 2  3/4 3  3/4 11                  1.20   
 AMPNR300A 3 3  3/4 12                  1.10
 AMPNR300B 3 4 12                  1.40

Imperial Series Metric Series

 
 

25 40 100 0.10AMPNRM025
30 45 120 0.20AMPNRM030

 
35 50 140 0.20AMPNRM035

 40 55 160 0.30AMPNRM040

 45 65 180 0.40AMPNRM045
 50 70 200 0.50AMPNRM050
 
 55 75 220 0.60AMPNRM055
 
 60 80 240 0.70AMPNRM060
 
 65 85 260 0.80AMPNRM065
 
 70 90 280 0.90AMPNRM070
 
 75 95 300 1.00AMPNRM075

Part Number
      Shaft 
Diameter (A)
     (mm)

       Shell 
Diameter (B)
      (mm)

     Length 
Diameter (C)
       (mm)

Weight
    (kg) 

EQUIPMENT
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Bearings
Water Lubricating Bearings

 
 

Part Number

AMPBS300BF

      Shaft 
Diameter (A)

       Shell 
Diameter (B)

     Length 
Diameter (C)

Weight 
    (Kg)

3 4   1/4 12 11/16

Flange Thickness
       Diameter E

14.60

 
 

Part Number

AMPBS100F

      Shaft 
Diameter (A)

       Shell 
Diameter (B)

     Length 
Diameter (C)

Weight 
    (Kg)

100 130 400 13

Flange Thickness
       Diameter E

14.50

AMPBS350DF 3  1/2 4  7/8 14 13/16 13.20
AMPBS350EF 3  1/2 4   7/8 14 11/16 12.50
AMPBS350FF 3  1/2 5 14 13/16 16.40
AMPBS375DF 3  3/4 5  1/4 15 13/16 22.16
AMPBS375EF 3  3/4 5  1/4 15 11/16 21.66
AMPBS375FF 3  3/4 5  3/8 15 13/16 27.33
AMPBS375GF 3  3/4 5  3/4 15 13/16

AMPBS400DF 4 5  1/2 16 13/16 15.80

AMPBS400EF 4 5  1/2 16 11/16 15.50
AMPBS400FF 4 5  5/8 16 1 21.20
AMPBS450DF 4   1/2 6 18 13/16 20.00

AMPBS450EF 4   1/2 6 18 11/16 19.80
AMPBS450FF 4   1/2 6  3/8 20 15/16 26.00
AMPBS500DF 5 6  3/4 20 15/16 29.70
AMPBS500EF 5 6  3/4 20 11/16 27.50
AMPBS500FF 5 7 20 1  1/8 40.00

AMPBS600DF 6 8 24 1  1/4 53.50
AMPBS600CF 6 7  3/4 24 15/16 39.40
AMPBS550DF 5   1/2 7  1/2 22 1  1/4 49.15

AMPBS550CF 5   1/2 7  1/4 22 15/16 34.30

AMPBS700CF 7 9 25  1/2 9/16 64.54
AMPBS650BF 6  1/2 8  3/8 26 1  1/4 56.70
AMPBS725AF 7  1/4 9  1/4 26  1/2 9/16 68.18
AMPBS750BF 7   1/2 9  5/8 27  1/2 9/16 76.37
AMPBS700DF 7   9  5/8 28 1  1/4 97.00
AMPBS700EF 7   9 28 9/16 54.40
AMPBS775AF 7   3/4 9  7/8 28  1/2 9/16 84.99
AMPBS800AF 8 10  1/4 29  1/2 5/8 90.00
AMPBS800BF 8 10  1/2 29  1/2 5/8 109.99

AMPBS100F 105 138 420 13 16.30
AMPBS100F 110 145 440 13 21.80
AMPBS100F 115 150 460 13 25.40
AMPBS100F 120 155 480 13 28.10
AMPBS100F 125 165 400 15 34.50
AMPBS100F 135 175 440 15 36.70

AMPBS100F 145 185 480 15 39.90

AMPBS100F 155 195 520 18
AMPBS100F 200 255 680 20
AMPBS100F 210 265 720 23
AMPBS100F 220 280 760 23 105.70
AMPBS100F 230 290 800 23 115.20
AMPBS100F 265 325 920 25
AMPBS100F 275 340 960 25 166.90
AMPBS100F 285 350 1000 25 196.00
AMPBS100F 295 360 1040 25
AMPBS100F 350 415 1240 28

Water Lubricated Bearings Brass ShelL with Flange
Dimensions in Inch

Dimensions in mm
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