
MITSUBISHI HEAVY

Dia. 150.0 Dia. 150.0 1 st 4.4 H

Length 161.7 O/Dia. 171.5 2 nd 2.92 H

Comp.

Height
99.7 Length 300.5 3 rd

Pin Dia. 58.0 F/Dia. 181.0 Oil 1 6.0

Length 124.0 F/Dep. 12.0 Oil 2

MAIN BEARING

32509-20010

ROD BEARING

32519-42100

GASKET

32501-42300

OIL SEAL

04865-18023

32511-25100

CRANKSHAFT

32620-30010

VALVE I/E

32504-00200

32504-11201   35A04-01300

SEAT VALVE

35A01-14100  32501-04100

32501-04200

GUIDE VALVE

32501-10700

S12A2-MPTA , S12A2-PTA , S12A2-PTA2

PISTON 32517-91100

AL/FIN + OIL GALLERY

Head Anodized

32507-22400

32507-52400

32507-62400

32517-07010

32517-17010

EQUIPMENT

Amsterdam Alexandria Marine 
Boekweitstraat 17 
2153 GK, Nieuw Vennep 
The Netherlands

+31 - (0) – 252 514 588  
info@aam-consulting.nl  
www.aam-equipment.nl  
www.aam-consulting.nl 

VAT  NL001188602B09 
REGISTRATION NO. 33283834 
IBAN NL 31 RABO 0383 6218 87 
SWIFT RABONL2U 


